
OA-2000 SPECIFICATIONS
Measurement range
 Axial length 14 - 40mm

 Anterior chamber depth 1.5 - 7.0mm

 Crystalline lens thickness 0.5 - 6.0mm

 Corneal thickness 0.2 - 1.2mm

 Corneal curvature radius 5.0 - 11mm

 Pupil diameter 1.5 - 13mm

 Corneal diameter 7 - 16mm

Measurement accuracy
 Axial length ±0.03mm

 Anterior chamber depth ±0.05mm

 Crystalline lens thickness ±0.05mm

 Corneal thickness ±5µm

 Corneal curvature radius ±0.02mm(φ3 mm / φ2.5 mm)

 Pupil diameter ±0.1mm

 Corneal diameter ±0.3mm

Display resolution
 Axial length 0.01mm

 Anterior chamber depth 0.01mm

 Crystalline lens thickness 0.01mm

 Corneal thickness 1µm

 Corneal curvature radius 0.01mm

IOL power calculation formula
 SRK-II formula, SRK/T formula, HOLLADAY formula, Hoffer Q formula,

 HAIGIS optimized formula, HAIGIS standard formula, SRK SHOWA formula,

 Double K SRK/T, Shammas-PL formula

Built in Printer Thermal printer

Data output type USB-H×2, USB-D×2, LAN

  SD Card (for Internal Database)

Display 10.4 inches and color TFT monitor

Dimensions 300(W) × 490(D) × 450(H)mm

Weight Approx. 24kg

Power Supply 100 - 240VAC, 50/60Hz

  110VA

One vision, Two sharp eyes with Our Innovation

Optical Biometer

● Fourier domain axial length measurement
　 + Topography

● Enhanced usability

● Connection with
　 ultrasonic measurement unit

● One-shot IOL power calculation

● Internal Database

One vision, Two sharp eyes with Our Innovation

Optical Biometer

● Fourier domain axial length measurement
　 + Topography

● Enhanced usability

● Connection with
　 ultrasonic measurement unit

● One-shot IOL power calculation

● Internal Database

Tomey Corporation [Asia-Pacific]

2-11-33 Noritakeshinmachi
Nishi-Ku, Nagoya, 451-0051, Japan
Tel: ++81-52-581-5327
Fax: ++81-52-561-4735
E-Mail: intl@tomey.co.jp

Tomey GmbH [Europe]

Am Weichselgarten 19a
91058 Erlangen, Germany
Tel: ++49-9131-77710
Fax: ++49-9131-777120
E-Mail: info@tomey.de

For more information, visit our web site  http://www.tomey.com
c2014 Tomey Corporation. Specifications are subject to change without notice. Any products mentioned herein are  registered trademarks of their respective owners.

140311

R

R

CMYK



26.1.23
西村

26.1.29
西村

26.2.10
西村

26.2.13
西村

26.3.7
西村

26.3.12
西村

CMYK

26.1.23
西村

26.1.29
西村

26.2.10
西村

26.2.13
西村

26.3.7
西村

26.3.12
西村

CMYK



OA-2000 SPECIFICATIONS
Measurement range
 Axial length 14 - 40mm

 Anterior chamber depth 1.5 - 7.0mm

 Crystalline lens thickness 0.5 - 6.0mm

 Corneal thickness 0.2 - 1.2mm

 Corneal curvature radius 5.0 - 11mm

 Pupil diameter 1.5 - 13mm

 Corneal diameter 7 - 16mm

Measurement accuracy
 Axial length ±0.03mm

 Anterior chamber depth ±0.05mm

 Crystalline lens thickness ±0.05mm

 Corneal thickness ±5µm

 Corneal curvature radius ±0.02mm(φ3 mm / φ2.5 mm)

 Pupil diameter ±0.1mm

 Corneal diameter ±0.3mm

Display resolution
 Axial length 0.01mm

 Anterior chamber depth 0.01mm

 Crystalline lens thickness 0.01mm

 Corneal thickness 1µm

 Corneal curvature radius 0.01mm

IOL power calculation formula
 SRK-II formula, SRK/T formula, HOLLADAY formula, Hoffer Q formula,

 HAIGIS optimized formula, HAIGIS standard formula, SRK SHOWA formula,

 Double K SRK/T, Shammas-PL formula

Built in Printer Thermal printer

Data output type USB-H×2, USB-D×2, LAN

  SD Card (for Internal Database)

Display 10.4 inches and color TFT monitor

Dimensions 300(W) × 490(D) × 450(H)mm

Weight Approx. 24kg

Power Supply 100 - 240VAC, 50/60Hz

  110VA

One vision, Two sharp eyes with Our Innovation

Optical Biometer

● Fourier domain axial length measurement
　 + Topography

● Enhanced usability

● Connection with
　 ultrasonic measurement unit

● One-shot IOL power calculation

● Internal Database

One vision, Two sharp eyes with Our Innovation

Optical Biometer

● Fourier domain axial length measurement
　 + Topography

● Enhanced usability

● Connection with
　 ultrasonic measurement unit

● One-shot IOL power calculation

● Internal Database

Tomey Corporation [Asia-Pacific]

2-11-33 Noritakeshinmachi
Nishi-Ku, Nagoya, 451-0051, Japan
Tel: ++81-52-581-5327
Fax: ++81-52-561-4735
E-Mail: intl@tomey.co.jp

Tomey GmbH [Europe]

Am Weichselgarten 19a
91058 Erlangen, Germany
Tel: ++49-9131-77710
Fax: ++49-9131-777120
E-Mail: info@tomey.de

For more information, visit our web site  http://www.tomey.com
c2014 Tomey Corporation. Specifications are subject to change without notice. Any products mentioned herein are  registered trademarks of their respective owners.

140311

R

R

CMYK


